1.

MAP NOTES:

PROPERTY DATA AND EXISTING FEATURES BASED UPON ACTUAL FIELD
SURVEY COMPLETED ON OR BEFORE NOVEMBER 18, 2007 PREPARED BY
KIRK K. HORTON, L.S.

TOPOGRAPHIC CONTOURS BASED UPON ACTUAL FIELD SURVEY
COMPLETED ON OR BEFORE NOVEMBER 13, 2017 PREPARED BY KIRK K.
HORTON, L.S.NO REGULATORY WETLANDS ARE PRESENT ON OR WITHIN
PROJECT SITE.

AS PER FEMA FIRM PANEL 36027C0331E, NO AREAS OF SPECIAL FLOOD
HAZARD ARE PRESENT ON OR WITHIN THE SITE.
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PROVISION REQUIRED PROVIDED
MIN. LOT AREA 40.000 17,468'
(SQUARE FEET) : (0.401 AC)

MIN. ROAD 50 3
FRONTAGE (FT) (STATE ROAD)
MIN / MAX FRONT 30/40 s
YARD SETBACK (FT)|  (STATE ROAD) :
MIN. REAR YARD

SETBACK (FT) 15 16.9
MIN. SIDE YARD

SETBACK (FT) 10 15.7

MAX IMPERVIOUS )
SURFACE (%) 50% 51%
MAX BUILDING
HEIGHT (FT) 45 23
MAX BUILDING
FOOT PRINT (FT) 10,000 3,284

1) THE LOT IS CONSIDERED EXISTING NONCONFORMING AND AS
SUCH DOES NOT COMPLY WITH MINIMUM LOT ACREAGE.

2) THIS REQUIREMENT MAY BE WAIVED BY THE PLANNING BOARD
FOR LOTS IN THE "HM" DISTRICT AND SHALL NOT APPLY TO
PREEXISTING NONCONFORMING LOTS.

PARKING NOTES:

PARKING REQUIREMENTS ARE OUTLINE IN §121-38 IN THE

TOWN OF AMENIA ZONING CODE.

1. §121-38.A.3.a.3: "OFFICE USES" REQUIRES THREE SPACES
FOR EVERY 1,000 SQUARE FEET OF FLOOR SPACE

2. ATOTAL OF 10 SPACES ARE REQUIRED.

3. ATOTAL OF 10 SPACES ARE PROVIDED.

4. ADDITIONAL PARKING WILL BE PROVIDED BY ADJACENT
PUBLIC PARKING AREAS LOCATED ALONG EAST MAIN

STREET (RTE. 343).

EXISTING SEWAGE LEACHING GALLEY CONVERSION NOTES

1.  THE EXISTING SEPTIC TANK SOLIDS AND/OR EFFLUENT SHALL BE PUMPED OUT AND HAULED TO A NYSDEC
CERTIFIED DISPOSAL SITE AND THE TANK SHALL BE REMOVED FROM THE SITE.
2. THE EXISTING CONCRETE LEACHING GALLEY SHALL ALSO BE PUMPED OUT AND HOSED OFF WITH CLEAN

WATER.
3. THE ROOF LEADERS AND DRAIN PIPES INDICATED SHALL BE CONNECTED TO THE EXISTING LEACHING
GALLEY..
PLANT SCHEDULE
GENERAL SITE AREAS
QUANTITY | SIZE/CONT. | COMMON NAME GENUS SPECIES
TREES: 1 12'-14' B&B | AUTUMN BRILLIANCE SERVICEBERRY | AMELANCHIER
1 2-1/2 CAL. | RED MAPLE ACER RUBRUM
SHRUBS: 7 5-GALLON [ BUXUS 'GREEN MOUNTAIN' BOXWOOD-GREEN MOUNTAIN
4 5-GALLON [ COMPACT INKBERRY ILEX GLABRA 'COMPACTA'

*ALL PLANT / TREE MATERIALS SHALL BE OF LOCAL STOCK (<50 MILES). SUBSTITUTIONS WITH LIKE PLANT / TREE
STOCK IS ACCEPTABLE WITH APPROVAL OF ENGINEER.

LANDSCAPING NOTES
1. SEE PLANTING DETAILS.

2. ALL DISTURBED AREAS SHALL BE GRADED, TOPSOILED (3" MIN.), SEEDED AND MULCHED.
3. EXISTING VEGETATION TO REMAIN SHALL BE TRIMMED AND PRUNED AS NECESSARY.
4. PLANT MATERIALS MUST BE FRESHLY DUG OR GUARANTEED, FREE FROM DISEASE AND DEFECTS. KEEP

PLANTS SHADED AND ROOTS MOIST.

5.  AFTER PLANTING, LEAVE A SHALLOW BASIN AROUND EACH PLANT. WATER THOROUGHLY. STAKE AND GUY
PLANTS OVER FOUR FEET (4') TALL AS PER DETAIL.
6. MAINTAIN "DISEASE CONTROL" MULCH TO CONTROL WEEDS. FERTILIZE TREES AND SHRUBS IN MAY.
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HISTORIC PRESERVATION OVERLAY DISTRICT NOTE:

THIS PROJECT IS LOCATED WITHIN THE HISTORIC
PRESERVATION OVERLAY DISTRICT (HPO). ALL LAND USES AND
ACTIVITIES WITHIN THE HPO ARE SUBJECT TO THE
REGULATIONS SET FORTH IN SECTION 121-14.2 'HISTOIRC
PRESERVATION OVERLAY DISTRICT' OF THE TOWN CODE OF
THE TOWN OF AMENIA, AS AMENDED FROM TIME TO TIME.

AQUIFER OVERLAY DISTRICT NOTE:

THE AQUIFER OVERLAY DISTRICT (AQO) ENCOMPASSES THE
ENTIRE TOWN OF AMENIA, INCLUDING THE PROPOSED
PROJECTS LOCATION. ALL LAND USES AND ACTIVITIES WITHIN
THE THE AQO ARE SUBJECT TO THE REGULATIONS SET FORTH
IN SECTION 121-15 OF THE TOWN CODE OF THE TOWN OF
AMENIA, AQUIFER OVERLAY DISTRICT, AS AMENDED FROM TIME
TO TIME.

EXISTING USE & BUILDING DATA:

THE EXISTING STRUCTURES HAVE THE FOLLOWING EXISTING

USES:

-BUILDING 1: 886 S.F. AMENIA LIBRARY STRUCTURE TO BE
EXPANDED.
-BUILDING 2: 240 S.F. STORAGE SHED

PROPOSED BUILDING DATA:

1. EXPAND BUILDING 1, AMENIA LIBRARY
-ORIGINAL STRUCTURE: 886 S.F.
-WEST WING EXPANSION: 2,398 S.F.
TOTAL = 3,284 S.F.

2. SHED TO BE REMOVED
-EXISTING SHED: 240 S.F.
-SHED TO BE REMOVED FROM PROPERTY.

OWNER'S CONSENT NOTE:

THE UNDERSIGNED OWNER OF THE PROPERTY HEREON STATES
THAT | AM FAMILIAR WITH THIS MAP, ITS CONTENTS AND LEGENDS
AND HEREBY CONSENT TO ALL SAID TERMS AND CONDITIONS AS
STATED HEREON AND TO THE FILING OF THIS PLAN IN THE OFFICE
OF THE CLERK OF THE COUNTY OF DUTCHESS, IF REQUIRED.

SIGNED THIS

DAY OF

2020

OWNER'S SIGNATURE

PLANNING BOARD APPROVAL

APPROVED BY RESOLUTION OF THE PLANNING BOARD OF THE TOWN

OF AMENIA, NEW YORK, ON THE DAY OF

20 , SUBJECT TO ALL REQUIREMENTS AND CONDITIONS OF SAID
RESOLUTION. ANY CHANGE, ERASURE, MODIFICATION OR REVISION OF

THIS PLAT, AS APPROVED, SHALL VOID THIS APPROVAL.

SIGNED

THIS

DAY OF , 20

. BY

CHAIRMAN

ZONING DISTRICT: "HM" HAMLET MIXED USE
LOT SIZE: 0.401 ACRES

TAX GRID No. : 132000-7167-13-174496
PROPERTY ADDRESS: 3309 ROUTE 343

AMENIA, NY 12501

PROPERTY OWNER:  AMENIA FREE LIBRARY ASSN.
P.O. BOX 51
AMENIA, NY 12501
APPLICANT: AMENIA FREE LIBRARY ASSN.

P.0. BOX 51
AMENIA, NY 12501

DATE

REVISION

3/4/2020

MINOR SITE EDITS

ENGINEERING, DESIGN, & PLANS PREPARED BY:

RENNIA ENGINEERING DESIGN, pPLLC

CIVIL = ENVIRONMENTAL = STRUCTURAL

6 Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522
Tel: (845) 877-0555 Fax: (845) 877-0556
Copyright 2015, All Rights Reserved

IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW FOR ANY PERSON TO ALTER THESE PLANS, SPECIFICATIONS OR REPORTS IN ANY

WAY, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER.

TOWN OF AMENIA

AMENIA LIBRARY

DUTCHESS COUNTY, NY

AMENDED SITE PLAN
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1/28/2020
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1. PROPERTY DATA AND EXISTING FEATURES BASED UPON ACTUAL FIELD 1"=10' 1" =10
SURVEY COMPLETED ON OR BEFORE NOVEMBER 18, 2007 PREPARED BY GRAPHIC SCALE
KIRK K. HORTON, L.S.
2. TOPOGRAPHIC CONTOURS BASED UPON ACTUAL FIELD SURVEY DATE REVISION ENG'NEER'NG, DES'GN, & PLANS PREPARED BY:

COMPLETED ON OR BEFORE NOVEMBER 13, 2017 PREPARED BY KIRK K.

HORTON, L.S.NO REGULATORY WETLANDS ARE PRESENT ON OR WITHIN AM E N IA L I B RARY
PROJECT SITE.
3. AS PER FEMA FIRM PANEL 36027C0331E, NO AREAS OF SPECIAL FLOOD REN N IA ENGINEERING DESIGN, PLLC

TOWN OF AMENIA DUTCHESS COUNTY, NY

HAZARD ARE PRESENT ON OR WITHIN THE SITE.
CIVIL = ENVIRONMENTAL = STRUCTURAL

6 Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522 AM E N D E D L | G HT| N G PLAN

Tel: (845) 877-0555  Fax: (845) 877-0556

Copyright 2015, All Rights Reserved
DATE SCALE DESIGNEDBY: | DRAWN BY: CHECKED BY: JOB NO. SHEET NO.

IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW FOR ANY PERSON TO ALTER THESE PLANS, SPECIFICATIONS OR REPORTS IN ANY
WAY, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER. 1/28/2020 1" =10 RED RED RAR 17-016 of
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