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~ 3 1 ) EXISTING TREES BUILDING SETBACK PROPOSED SEWAGE ™
Vi °4 TO BE REMOVED DISPOSAL SYSTEM A x
/ D W
PROPANE TANK ACCESS HATCH ©) Ki‘\ é
PROPOSED 1,000 GAL. NEW LOCATION // EXISTING FENCE W
gggiiﬁgc%mg OF 240 S.F. SHED P TO BE REMOVED j =~
D
m
49.4' PROPOSED SEPTIC TANK G
PROPOSED N
REAR YARD
SETBACK
; <1\
| /V
. EXISTING SHED
| I~ To BE RELOCATED
/ \ O
PROPOSED STONE PATH
EXISTING VEGETATIVE
BUFFER " '
VICINITY PLAN SCALE: 1" =2000

+
+ PROPOSED +
+ PERMEABLE

UNILOCK PATIO  +

PARKING NOTES:
PARKING REQUIREMENTS ARE OUTLINE IN §121-38 IN THE
TOWN OF AMENIA ZONING CODE.
, 1. §121-38.A.3.a.3; "OFFICE USES" REQUIRES THREE SPACES
10 FOR EVERY 1,000 SQUARE FEET OF FLOOR SPACE

16.1'
PROPOSED
SIDE YARD
SETBACK

SIDE YARD
BUILDING SETBACK 2. A TOTAL OF 9 SPACES ARE REQUIRED.
B U L K RE G U LATI O N S 3. A TOTAL OF 10 SPACES ARE PROVIDED.
4. ADDITIONAL PARKING WILL BE PROVIDED BY ADJACENT
PROVISION REQUIRED PROVIDED PUBLIC PARKING AREAS LOCATED ALONG EAST MAIN
STREET (RTE. 343).
~ 1
EXISTING BRICK BUILDING MIN. LOT AREA 40.000 17,468
TO BE EXPANDED (SQUARE FEET) ’ (0.401AC)
=\ Vi HISTORIC PRESERVATION OVERLAY DISTRICT NOTE:
\ SIS MIN. ROAD 50 131
RIS (80 5 \ > FRONTAGE (FT) (STATE ROAD) THIS PROJECT IS LOCATED WITHIN THE HISTORIC PROTECTION
O, MIN / MAX FRONT 30/40 OVERLAY DISTRICT (HPO). ALLL LAND USES AND ACTIVITIES
..... \ YARD SETBACK (FT)|  (STATE ROAD) 47.6 WITHIN THE HPO ARE SUBJECT TO THE REGULATIONS SET
********* FORTH IN SECTION 121-14 OF THE TOWN CODE OF THE TOWN OF
,,,,,,,,,,,,,,,,, | EXISTING CARDENS N REARVARD AMENIA, HISTOIRC PRESERVATION OVERLAY DISTRICT, AS
SUBHANNIES \ ' . AMENDED FROM TIME TO TIME.
PROPOSED \ SETBACK (FT) 19 494
67 S.F. |
***** MIN. SIDE YARD
PROPOSED BUILDING ~  \ =" v v v v v v VESTIBULE .
ENTRANCE (TYP.) v PROPOSED BOOK \ SETBACK (FT) 10 15.7 AQUIFER OVERLAY DISTRICT NOTE:
/
I — PROPOSED MAX IMPERVIOOUS 50% 48% THE AQUIFER OVERLAY DISTRICT (AQO) ENCOMPASSES THE
WALL MOUNT CONCRETE LANDING SURFACE (%) ENTIRE TOWN OF AMENIA, INCLUDING THE PROPOSED
LIGHT (TYP.) 25LF-6'0 PVC Sy PROPOSED MAX BUILDING PROJECTS LOCATION. ALL LAND USES AND ACTIVITIES WITHIN
SREE LIGHT POLE HEIGHT (FT) 45 23 THE THE AQO ARE SUBJECT TO THE REGULATIONS SET FORTH
T b IN SECTION 121-15 OF THE TOWN CODE OF THE TOWN OF
DRYWELL 7 MAX BUILDING 10.000 2 858 AMENIA, AQUIFER OVERLAY DISTRICT, AS AMENDED FROM TIME
EXISTING FOOT PRINT (FT) ’ ’ TO TIME.
- CONCRETE SIDEWAL|
19 LF @l [PYe g TO REMAIN 'THE LOT IS CONSIDERED EXISTING NONCONFORMING AND AS
—=< oo L 5" WA ' Sl SUCH DOES NOT COMPLY
PROPOSED A 77 4 Z EXISTING USE & BUILDING DATA:
~_\ S THE EXISTING STRUCTURES HAVE THE FOLLOWING EXISTING
o > PLANT SCHEDULE USES:
o 40 — GENERAL STTE AREAS -BUILDING 1: 886 S.F. AMENIA LIBRARY STRUCTURE TO BE
FRONT YARD QUANTITY | SIZE/CONT. | COMMON NAME GENUS SPECIES
A\ BUILDING SETBACK_—— EXPANDED.
PROPOSED _FROM CENTERLINE . TREES: 2 8'-10'B&B | AUTUMN BRILLIANCE SERVICEBERRY | AMELANCHIER
J o .
SIDEWALK iﬁ?ﬁﬁﬁEBDR,LUANCE 7@ ROAD. , 1 3-GALLON |SUGAR MAPLE ACER SACCHARUM -BUILDING 2: 240 S.F. STORAGE SHED
de Walk (TYP.) . SHRUBS: 6 5-GALLON | BUXUS 'GREEN MOUNTAIN' BOXWOOD-GREEN MOUNTAIN
. / 4 5-GALLON | COMPACT INKBERRY ILEX GLABRA 'COMPACTA'
EXISTING MONUMENT — ; :

PROPOSED BUILDING DATA:

SIGN TO REMAIN

— — *ALL PLANT / TREE MATERIALS SHALL BE OF LOCAL STOCK (<50 MILES). SUBSTITUTIONS WITH LIKE PLANT / TREE
EEIOCT(OFSCI)E(?TPATH R STOCK IS ACCEPTABLE WITH APPROVAL OF ENGINEER. 1. EXPAND BUILDING 1, AMENIA LIBRARY
e N T LANDSCAPING NOTES -ORIGINAL STRUCTURE: 886 S.F.
EXISTING BRICK PATIO 1. SEE PLANTING DETAILS. -WEST WING EXPANSION: 1,904 S.F.
: ~ ~ 2. ALL DISTURBED AREAS SHALL BE GRADED, TOPSOILED (3" MIN.), SEEDED AND MULCHED. -VESTIBULE:67 S.F.
476 3. EXISTING VEGETATION TO REMAIN SHALL BE TRIMMED AND PRUNED AS NECESSARY. TOTAL = 2.857 S.F
PROPOSED 4. PLANT MATERIALS MUST BE FRESHLY DUG OR GUARANTEED, FREE FROM DISEASE AND DEFECTS. KEEP ' a
FRONT YARD PLANTS SHADED AND ROOTS MOIST.
SETBACK 5. AFTER PLANTING, LEAVE A SHALLOW BASIN AROUND EACH PLANT. WATER THOROUGHLY. STAKE AND GUY 2. SHED TO BE MOVED
PROPOSED - S PLANTS OVER FOUR FEET (4) TALL AS PER DETAIL. -EXISTING SHED: 240 S.F.
SUGAR MAPLE (TYP.) 6. MAINTAIN "DISEASE CONTROL" MULCH TO CONTROL WEEDS. FERTILIZE TREES AND SHRUBS IN MAY. _SHED TO BE RELOCATED 27' NORTH OF CURRENT LOCATION
CENTERLINE OF ROAD =~
EXISTING ENTRANCE ' . K
TO REMAIN LEGEND PLANTING LEGEND

ZONING DISTRICT: "HM" HAMLET MIXED USE

— EXISTING PROPERTY LINE . . LOT SIZE: 0.401 ACRES
— T o CMSTNG CONTOUR o SUGAR MAPLE TAX GRID No. : 132000-7167-13-174496
— . . - L : - L ' PROPERTY ADDRESS: 3309 ROUTE 343
- . L . - : L . EXISTING FENCE —0 AMENIA. NY 12501
o : o - L BUILDING SETBACKS PROPERTY OWNER: AMENIA FREE LIBRARY ASSN.
e . . o N . . o AUTUMN BRILLIANCE SERVICEBERRY P.O. BOX 51
S - R ' S o EXISTING UTILITY POLE Q T
. ) . o o ) B : AMENIA, NY 12501
S I S EXISTING LIGHT POLE x %@ APPLICANT: AMENIA FREE LIBRARY ASSN.
L - . BOXWOOD
S oo - EXISTING CATCH BASIN O P.O. BOX 51
o S S AMENIA, NY 12501
) - N EXISTING DRAINAGE MANHOLE @ @ INKBERRY
I S EXISTING SPOT GRADE x 3401
A T 0 ST PROPOSED LIGHT FIXTURE X C+_+ «"+| UNSPECIFIED PLANTINGS
\ 0 S . ) . AR
DATE REVISION ENGINEERING, DESIGN, & PLANS PREPARED BY:
B— b SIETLAR RENNIA ENGINEERING DESIGN AHETIAHERARY
" SURVEY COMPLETED ON Ot BEFORE NOVEMBER 18, 2007 PREPARED BY =10 =10 y PLLC TOWN OF AMENIA DUTCHESS COUNTY, NY
’ GRAPHIC SCALE CIVIL = ENVIRONMENTAL = STRUCTURAL
KIRK K. HORTON, L.S.
2. TOPOGRAPHIC CONTOURS BASED UPON ACTUAL FIELD SURVEY X . .
COMPLETED ON OR BEFORE NOVEMBER 13, 2017 PREPARED BY KIRK K. 6 Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522 S ITE PLAN
HORTON, L.S.NO REGULATORY WETLANDS ARE PRESENT ON OR WITHIN Tel: (845) 877-0555 Fax: (845) 877-0556
PROJECT SITE. Copyright 2015, All Rights Reserved
3. AS PER FEMA FIRM PANEL 36027C0331E, NO AREAS OF SPECIAL FLOOD DATE SCALE DESIGNED BY: DRAWN BY: CHECKED BY: JOB NO. SHEET NO.
HAZARD ARE PRESENT ON OR WITHIN THE SITE. IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW FOR ANY PERSON TO ALTER THESE PLANS, SPECIFICATIONS OR REPORTS IN ANY
WAY, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER. 8/13/2018 1" =10 RED RED RAR 17-016 of
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1. BOUNDARY AND SITE FEATURE DATA BASED UPON AN ACTUAL FIELD SURVEY COMPLETED
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@ Westinghouse SPECIFICATION SHEET

FULL CUT-OFF FIXTURE
BLACK FINISH \
Item Number 6230600 New Haven
1 Light Wall Fixture Oil Rubbed Bronze
AMERLUX Finish with Clear Seeded Glass

D323 LUMINAIRE, HIGH POWER
FACTOR BALLAST

Specifications

* Height: 12.75"
« Width: 6.50"
» Extends: 8.63"
« Height from Center of Outlet Box: 4.88"
« Back Plate: H: 6.88" W: 4.50"
« Use (1) Medium (E26) Base Lamp,
100 Watt Maximum

POLE HEIGHT=10.5'

3" OD POLE
BLACK OXIDE FINISH

WALL MOUNT LIGHT DETAILS

N.T.S.

FINISH GRADE

ANCHOR BOLTS NO. AND SIZE
AS REQUIRED BY POLE MANUF.

| BUSH CONDUIT ENDS
ELEVATION _/ B

&

y |
LIGHT POLE DETAIL IR ‘ ‘ . I
N.T.S. ‘ | = ?DDC
L EG E N D 3,000 PSI CONCRETE——— | 3 §
I ' A. I ] —ILI
1 FOOTCANDLES CONTOUR ~ —————————————— DA ‘Sc”ééigﬁ%’/ ' ' .
5 FOOTCANDLES CONTOUR @ — 7~~~ ———————— 1 i N
d
25 FOOTCANDLES CONTOUR o ReBAR O_C_/ . S
.1 FOOTCANDLES CONTOUR EACH WAY
4 - #4 REBAR — 3" CLEAR ALL SIDES
EVENLY SPACED
DIA:VII-I(ESZ;'ER
LIGHT POLE BASE DETAIL
N.T.S.
EXTERIOR LIGHTING SCHEDULE
o Number Lumens Per Light Loss
Symbol Label Quantity |Manufacturer Catalog Number Description Lamp Lamps Lamp Factor Wattage

PROJECT: D323 CA

/é\/ A 3 |AMERLUX D323/CA LED s 14000 10 193.0

LITHONIA LIGHTING "

B ) (USED TO REPRESENT FMABSL 11F22 11" ABERDALE SCONCE W/ LILIAC FABRIC
I:I NEW HAVEN 1-LIGHT LED 2 ABSOLUTE 1.0 8.9
OUTDOOR WALL
LANTERN)

DATE

REVISION

ENGINEERING, DESIGN, & PLANS PREPARED BY:

AMENIA LIBRARY
RENNIA ENGINEERING DESIGN, pLLC

TOWN OF AMENIA DUTCHESS COUNTY, NY

CIVIL = ENVIRONMENTAL = STRUCTURAL

6 Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522 L| G HT| N G P L AN

Tel: (845) 877-0555 Fax: (845) 877-0556
Copyright 2015, All Rights Reserved

DATE SCALE DESIGNEDBY: | DRAWN BY: CHECKED BY: JOB NO. SHEET NO.

IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW FOR ANY PERSON TO ALTER THESE PLANS, SPECIFICATIONS OR REPORTS IN ANY
WAY, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER. 8/13/2018 1" =10 RED RED RAR 17-016 of




HANDICAP PARKING/
VAN ACCESSIBLE/
WHEEL CHAIR ONLY SIGN

NO PARKING ANY TIME SIGN

>

N

|<_ M?l'\l. _>I<_ M?ll\l.

]

INTERNATIONAL ACCESSIBILITY
SYMBOL AT EACH SPACE

VAN ACCESSIBLE
A.D.A. PARKING STALL DETAIL

4" PAINTED WHITE
STRIPES 24" APART

Lﬁ M?;\l. ! M?;\l. !
PARKING STALL DETAIL

120

’ LIBRARY
8" PARK'NG x WOOD SIGN FACE

WHITE BACKGROUND
& ON LY J BLACK LETTERS

" 4" SQ. P.T. TIMBER
44" MOUNT
HEIGHT / DIA. POST

FINISHED GRADE

ANNANNA

2'-6" MIN

1
VISITOR PARKING SIGN

N.T.S.

RESERVED
PARKING

18"

A\

2" DIA. GALVANIZED
N STEEL POST
'\{/

7' MOUNT
HEIGHT FINISHED GRADE
2N AANZANN TRASRANANRAN

18" CONCRETE
BASE

, — 12"DIA.

HANDICAP PARKING SIGN

N.T.S.

NOTE:
1. ALL SIGN DESIGNATION PER ADA SPECIFICATIONS.
2. BACK OF SIGN TO BE PAINTED BROWN TO REDUCE GLARE.

WEARING COURSE

BASE COURSE SLOPE 1% (MIN.) 1" RADIUS \‘
A\ 2% PREFERRED
{ I 7 N
| ( —*[ 03
o
! * ;
) 6
— et

FOUNDATION
MATERIAL
(NYSDOT 304.02)

(2) #4 REBAR
(CONTINUOUS)

" } VARIES
1" RADIU CONTINUOUS TOOLED
JOINT. 6" x 6" x W10/W10 WWF

BEND DOWN INTO SLAB AS SHOWN

SUBGRADE
FOUNDATION MATERIAL

(NYSDOT 304.02)

4,000 PSI CONCRETE

COMBINATION CURB AND WALK DETAIL

1 1/2" TOP - CURRENT NYSDOT 8"

2 1/2" BINDER - CURRENT —\ 1

NYSDOT SPECIFICATION ITEM

R
Y | B
3 1/2" BASE - CURRENT /f/ %{z/@/ |8
NYSDOT SPECIFICATION ITEM ] LA 20
: B
. . AJ/ A/ .
12" SUBBASE - CURRENT — S&@%& -
NYSDOT SPECIFICATION ITEM — SO ©

9"X20" CAST IN PLACE, TYPE BB

NOTE: N.T.S.

1. PROVIDE TOOLED JOINTS AT 48" ON CENTER (FROM TOOLED CURB JOINT TO
LAWN SIDE OF SIDEWALK)

2. PROVIDE 1/2" EXP. JOINT MATERIAL AT 20' ON CENTER (THROUGH CURB AND
SIDEWALK).

3. SEED AND MULCH TO MATCH EXISTING LAWN AREAS.

CAST IN PLACE
FIBER REINFORCED
4,000 PSI. CONCRETE

6" TOPSOIL (TYP.)
77
N\ 7 / —
3, '\h :....‘-:*‘. 4

SPECIFICATION ITEM

6"

6"

CONC. CURBING SET AS REQD. 6" |—

NYSDOT TYPICAL CAST-IN-PLACE
CONCRETE CURB DETAIL

N.T.S.
~———— 48" MIN.
&
~ X0
o2
Zsla
zZ5
CONCRETE =i
SIDEWALK
0000000000000 O
©P000000000000O6O
©000000000000OO0
1S_|58PE ©P000000000000O0O0 ?_thE
: ©00000000000000O :
©0000000000000O
MAX AT ©0000060000000OCO MAX AT
CURB ©0000000000CQO0O0 CURB
0000000000 C00O0
J ©P0 0000000000090 O
=\ (
FACE OF PLAN VIEW
CURB ADA DETECTABLE PANEL

)

HIGH STRENGTH CEMENTITIOUS
CONCRETE PANEL(S)
(CASTINTACT OR EQUAL)

1

: )

? TAPERED CURB

TAPERED

CURB ELEVATION VIEW

ROAD SURFACE

SIDEWALK HANDICAP ACCESS

N.T.S.

1.5" ASPHALT TOP COURSE (NYSDOT 402.XX)
2.5" ASPHALT BINDER (NYSDOT 402.XX)
3" FOUNDATION MATERIAL (NYSDOT 304.02)

2% 2%
—y——— —_—
Y 3 y/4
\ X 7 A= o < A4
D000 0000 00000k 0000030000000000000-000,050,0
0505050595050403030,02020,0,02020,0,03050,0,050505050

& =

9" R.0.B. GRAVEL

COMPACTED SUBGRADE

CONTRACTOR TO PROVIDE ENGINEER WITH GRAVEL
BANK SOURCE PRIOR TO INSTALLATION FOR
REVIEW AND APPROVAL.

TYPICAL PAVEMENT DETAIL

N.T.S.

2 STRANDS NO. 12 | f
GALV. IRON WIRE i

WRAPPING- \

WIRE THROUGH RUBBER HOSE
TO PROTECT THE TREE

REMOVE WRAPPING

THAT WAS USED
DURING SHIPPING \

CUT AWAY | i l
BURLAP FROM
UPPERHALE l
OF BALL

===zl

DRIVE STAKES AT ANGLE
/_ DRAW TO VERTICAL
CEDAR STAKE-
MINIMUM DIA. AT SMALL END
/ 2-1/2" MIN. - HEIGHT 9'
STAKES TO EXTEND AT
/ LEAST 6" ABOVE LOWEST

BRANCHES AND 12" BELOW
/ THE BOTTOM OF PLANT PIT

SAUCER-
FILL WITH AT LEAST
3" OF WOOD CHIPS OR

PEAT MOSS
FINISHED

GRADE

=[==]=

n IMPROVED TOPSOIL-
DEPTH OF PIT SHALL BE MIXED IN
9" DEEPER THAN ﬁ _- Al i FOLLOWING PROPORTIONS:
DEPTH OF BALL LT ) 4 C.YDS. OF TOPSOIL

[l 7-1/2 C. FT. OF PEAT

i I MOSS
40 LBS. OF BONE MEAL
WIDTH OF PIT 5LBS. OF 10-6-4

| TWICE DIA. OF BALL

DECIDUOUS PLANTING DETAIL

NTS

INSTRUCTIONS IF FOLIAGE
IS PRESENT

SPRAY WITH WILT-PROOF
GROUND LINE TO BE

SAME AS AT NURSERY
PRUNE 1/5 OF LEAF AREA TOP OF BALL
BUT RETAIN NATURAL FORM TO BE LEVEL W/ GROUND
: / : 7~ CONSTRUCT EARTH
2" MULCH S — X SAUCER WITH
EXTENDING 4" HIGH BERM
OVER BERM
3 ol If
= E',lnlllllmll-l' ST e ST R,
. Sl == . : S — || -
18" MIN. FOR PLANTS t || = IlT ;ﬁ; REMOVE BURLAP FROM
UP TO 4' HIGH, T= =D TOP OF BALL
20" MIN. FOR PLANTS 1= -
OVER 4' HIGH = =i BACKFILL WITH TOPSOIL & PEAT-
I_—I = MOSS 3:1 RATIO BY VOLUME IN 9"

8" MIN. J

BREAK SUB-SOIL
WITH A PICK

SETTLED. DO NOT TAMP

(FOR ALL SHRUBS BALLED & BURLAPPED)
6" FOR PLANTS UP TO 4' HIGH

K 8" FOR PLANTS OVER 4' HIGH

SHRUB PLANTING DETAIL

NTS

LAYERS-WATER EACH LAYER UNTIL

TO DRAIN PIPE W/ CONNECTOR

OR CONCRETE

STONE \ A
SPLASH BLOCK _J 4

- Q _
(

ROOF DOWNSPOUT WO\

SURCHARGE PIPE N

TIE IN ROOF DOWNSPOUT

TO MATCH DOWNSPOUT

FINISHED GRADE

30" a9

L JT]

/ _ :
6" SDR 35 PVC PIPE

ROOF DOWNSPOUT DRAIN DETAIL

—_—

N.T.S.

WOVEN FILTER FABRIC

36" MIN FENCE POST
8.0' /
SLOPE

\

FABRIC

COMPACTED FILL OVER TOE 1
OF FABRIC BURIED 6" DEEP.

TYPICAL SILT FENCE DETAIL

N.T.S.

NOTES:

1. LOCATE POSTS DOWNSIDE OF FABRIC TO HELP SUPPORT FENCING.

2. BURY TOE OF FENCE APPROXIMATELY 8" DEEP TO PREVENT
UNDERCUTTING.

3. WHEN JOINTS ARE NECESSARY, SECURELY FASTEN THE FABRIC AT A
SUPPORT POST WITH OVERLAP TO THE NEXT POST.

24" DIAMETER COVER

8" DIA. KNOCKOUT INLET

BACKFILL WITH 1"-2"
WASHED STONE (TYP).
SMALLER SIZE STONE
WILL NOT BE ACCEPTED

—»‘ 18 MIN. |~=— 8
OO _ g
O~ 0O
OO _ g
O~ 0O
OO _ Qg
O~ 0O
OO _ g
O~ 0O —
OO _ g
O 0O
[OE OIS
O 0O
[OE OIS
O 0O
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O 0O 4'
o O _g
O 0O
oZo¥qg 3
O 0O
OO _4qg
O 0O
OO _g
O 0O
OO -G
O 0O
OO -G
OOOOC
O _ 0O
O e lww;

RAGIL QQQQQQQQQQQQQ

8'DIA. —1

3/4" CRUSHED STONE BASE

DRY WELL SECTION DETAIL

NOTES: NTS

1.

2.
3.
4

PRECAST DRY WELL, FRAME, AND GRATE SHALL BE DESIGNED FOR H-20 LOADING.
DIMENSIONS AND CONFIGURATION MAY VARY DEPENDING UPON MANUFACTURER.
MIN. CONCRETE STRENGTH - 4000 PSI AT 28 DAYS.

MIN. STEEL REINFORCEMENT: #4 REBAR (SIZED BY MANUFACTURER).

DATE REVISION

ENGINEERING, DESIGN, & PLANS PREPARED BY:

RENNIA ENGINEERING DESIGN, pPLLC

CIVIL = ENVIRONMENTAL = STRUCTURAL

6 Dover Village Plaza, Suite 5, P.O. Box 400, Dover Plains, NY 12522
Tel: (845) 877-0555 Fax: (845) 877-0556
Copyright 2015, All Rights Reserved

IT IS A VIOLATION OF NEW YORK STATE EDUCATION LAW FOR ANY PERSON TO ALTER THESE PLANS, SPECIFICATIONS OR REPORTS IN ANY

WAY, UNLESS ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER.

TOWN OF AMENIA

AMENIA LIBRARY

DUTCHESS COUNTY, NY
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